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LED PANEL LIGHT

Features
2] Constant Voltage 24V IP52 600x300mm

Part Number Color Lumen
EX-PA-6030RGB-24V-26W RGB Smes
EX-PA-6030CW-24V-22W Cool White >1600 Im
EX-PA-6030W-24V-22W White >1500 Im
EX-PA-6030WW-24V-22W Warm White >1300 Im
EX-PA-6030ADJ-24V-22W WW - CW (adjustable) MAX1800 Im
- LGP(Light guide plate)transmitting lighting.
+ Minimum thickness can be 7.5mm,invisible LED spots,soft visual effect,no dazzle light.
- South Korean diffuser plate ,Japan Mitsubishi LGP(Light guide plate) ,no hazardous substances.
+ High-efficiency performance,low voltage,high brightness,low power consumption. 4 Constant Current 0.65A IP52 600x300mm
- Aluminum shell,efficiency cooling ,safety,beautiful appearance,painted surface,perfect corner docking,no
light leak and bright border. Part Number Color Lumen
EX-PA-6030CW-CC650-22W Cool White >1600 Im
EX-PA-6030W-CC650-22W White >1400 Im
EX-PA-6030WW-CC650-22W Warm White >1300 Im
V¥ Classic Panel Light riciess104mm
Classic panel light: Ultra-thin and light design,smooth texture,gives off a feeling of oriental elegance.
4 Constant Voltage 24V IP52 300x300mm 4 Constant Voltage 24V IP52 600x600mm
Part Number Color Lumen Part Number Color Lumen
EX-PA-3030RGB -24V-13W RGB oo EX-PA-6060RGB-24V-52W R/G/B ===
EX-PA-3030CW-24V-11W Cool White >800 Im EX-PA-6060CW-24V-42W Cool White >3400 Im
EX-PA-3030W-24V-11W White >750 Im EX-PA-6060W-24V-42W White >3200 Im
EX-PA-3030WW-24V-11W Warm White >650 Im EX-PA-6060WW-24V-42W Warm White >2600 Im
EX-PA-3030ADJ-24V-13W WW - CW (adjustable) MAX900 Im EX-PA-6060ADJ-24V-42W WW - CW (adjustable) MAX3400 Im
EX-PA-3030CW-24V-22W Cool White >1600 Im
EX-PA-3030W-24V-22W White >1500 Im
EX-PA-3030WW-24V-22W Warm White >1300 Im
4 4 Constant Current 0.7A IP52 600x600mm
Part Number Color Lumen Part Number Color Lumen
EX-PA-3030CW-CC320-11W Cool White >800 Im EX-PA-6060CW-CC700-42W Cool White >3400 Im
EX-PA-3030W-CC320-11W White >750 Im EX-PA-6060W-CC700-42W White >3200 Im

EX-PA-3030WW-CC320-11W Warm White >650 Im EX-PA-6060WW-CC700-42W Warm White >2600 Im
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1 Constant Voltage 24V 1P52 1200x300mm ¥ European Panel Light rriccess 102mm
European panel light:10.2mm Ultra-thin ,simple appearance,gives off a feeling of Western fragrance.

Part Number Color Lumen

EX-PA-12030RGB-24V-55W RGB ==

EX-PA-12030CW-24V-42W Cool White >3400 Im 4 Constant Voltage 24V IP52 300x300mm

EX-PA-12030W-24V-42W White >3200 Im

EX-PA-12030WW-24V-42W Warm White >2600 Im Part Number Color Lumen

EX-PA-12030ADJ-24V-42W WW - CW (adjustable) MAX3400 Im EX-PE-3030RGB-24V-13W €]3] =
EX-PE-3030CW-24V-11W Cool White >800 Im
EX-PE-3030W-24V-11W White >750 Im
EX-PE-3030WW-24V-11W Warm White >650 Im
EX-PE-3030ADJ-24V-13W WW - CW (adjustable) MAX900 Im

2] Constant Current 1.2A IP52 1200x300mm

Part Number Color Lumen

EX-PA-12030CW-CC1200-42W  Cool White >3400 Im

EX-PA-12030W-CC1200-42W  White >3200 Im 4 Constant Current 0.32A IP52 300x300m

EX-PA-12030WW-CC1200-42W  Warm White >2600 Im
Part Number Color Lumen
EX-PE-3030CW-CC320-11W Cool White >800 Im
EX-PE-3030W-CC320-11W White >750 Im

EX-PE-3030WW-CC320-11W Warm White >650 Im

4 Constant Voltage 24V IP52 1200x600mm

Part Number Color Lumen
EX-PA-12060RGB-24V-55W RGB
EX-PA-12060CW-24V-85W Cool White >6400Im 4 Constant Voltage 24V IP52 600x300mm
EX-PA-12060W-24V-85W White >6000 Im
Part Number Color Lumen
EX-PA-12060WW-24V-85W Warm White >5200 Im
EX-PE-6030RGB-24V-26W RGB
EX-PE-6030CW-24V-22W Cool White >1600 Im
EX-PE-6030W-24V-22W White >1500 Im
EX-PE-6030WW-24V-22W Warm White >1300 Im
EX-PE-6030ADJ-24V-22W WW - CW (adjustable) MAX1600 Im

4 Constant Current 0.65A IP52 600x300mm

Part Number Color Lumen
EX-PE-6030CW-CC650-22W Cool White >1600 Im
EX-PE-6030W-CC650-22W White >1500 Im

EX-PE-6030WW-CC650-22W Warm White >1300 Im



4 Constant Voltage 24V IP52 600x600mm

Part Number

EX-PE-6060CW-24V-42W

EX-PE-6060WW-24V-42W

4 Constant Current 0.7A IP52 600x600mm

Part Number

EX-PE-6060W-CC700-42W

Color

Cool White

Warm White

Color

White

Lumen

>3400 Im

>2600 Im

Lumen

>3200Im

4 Constant Voltage 24V IP52 1200x300mm

Part Number

EX-PE-12030CW-24V-42W

EX-PE-12030WW-24V-42W

4 Constant Current 1.2A IP52 1200x300mm

Part Number

EX-PE-12030W-CC1200-42W

Color

Cool White

Warm White

Color

White
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Lumen

>3400 Im

>2600 Im

Lumen

>3200Im
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V¥ European Waterproof Panel Light riciness10.2mm V¥ Ultra-thin Panel Light iccness:7.5mm
European waterproof panel light:10.2mm Ultra-thin and light design,simple appearance,gives off a feeling of Western fragrance. Ultra-thin panel light:the thickness is only 7.5mm,with very attractive appearance,variety of easy installation methods.
4 Constant Voltage 24V IP65 300x300mm 4 Constant Voltage 24V IP52 300x300mm
Part Number Color Lumen Part Number Color Lumen
EX-PEW-3030CW-24V-11W Cool White >800 Im EX-TPE-3030CW-24V-11W Cool White >800 Im
EX-PEW-3030W-24V-11W White >750Im EX-TPE-3030W-24V-11W White >750Im
EX-PEW-3030WW-24V-11W Warm White >650 Im EX-TPE-3030WW-24V-11W Warm White >650 Im
4 Constant Voltage 24V IP65 600x300mm 4 Constant Voltage 24V IP52 600x300mm
Part Number Color Lumen Part Number Color Lumen
EX-PEW-6030CW-24V-22W Cool White >1600Im EX-TPE-6030CW-24V-22W Cool White >1600 Im
EX-PEW-6030W-24V-22W White >1500 Im EX-TPE-6030W-24V-22W White >1500 Im
EX-PEW-6030WW-24V-22W Warm White >1300 Im EX-TPE-6030WW-24V-22W Warm White >1300 Im
4 Constant Voltage 24V IP65 600x600mm 4 Constant Voltage 24V IP52 600x600mm
Part Number Color Lumen Part Number Color Lumen
EX-PEW-6060CW-24V-42W Cool White >3400 Im EX-TPE-6060CW-24V-42W Cool White >3400 Im
EX-PEW-6060W-24V-42W White >3200 Im EX-TPE-6060W-24V-42W White >3200 Im
EX-PEW-6060WW-24V-42W Warm White >2600 Im EX-TPE-6060WW-24V-42W Warm White >2600 Im

4 Constant Voltage 24V IP65 1200x300mm

Part Number Color Lumen
EX-PEW12030CW-24V-42W Cool White >3400 Im
EX-PEW-12030W-24V-42W White >3200 Im

EX-PEW-12030WW-24V-42W Warm White >2600 Im
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4 Input voltage AC100-240V IP52 600x600mm

Part Number Color Lumen

EX-HPA-6060W-AC220V-47W White >3000 Im

V¥ Frameless Panel Light

Frameless panel light: The light guide plate embedded in the aluminum profile,and cannot see the frame.

4 Constant Voltage 24V IP52 300x300mm

Part Number Color Lumen
>

EX-NPA-3030W-24V-14W White >850 Im

>

V¥ High-voltage Panel Light

High-voltage panel light:Built-in Driver,can be connected directly to AC220V,high safety performance,easy installation.

4 Input voltage AC100-240V IP52 600x300mm

Part Number Color Lumen

EX-HPA-6030W-AC220V-26W White >1600 Im
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Ultra-thin Ceiling Light

Features

+ Exquisite and compact,easy pack and transport.

. Alumium frame,efficiency cooling.

* No stroboscopic ,quick instant response(0.01s,no delay),energy saving and eco-friendly.
* External constant voltage power supply with stable performance.

¢ Life span > 50,000 hours.

* Applicable to the ceiling of the aisle,corridors,staircases of residential buildings,shopping
malls,hotels,restaurants,amusements,exhibition halls,museums,offices,workshops;and to

4 Constant Voltage 24V IP52 600X300mm indoor lighting for jewelry shop,clothing stores,goods cabinets.

Part Number Color Lumen
EX-NPA-6030W-24V-25W White >1500 Im V¥ Round series
4 Constant Voltage 24V IP52 Power 5W Size:  95mm H:26mm £ .
s gy g
Part Number Color Lumen
Hole-cutting size : @80~85mm
4 Constant Voltage 24V IP52 600X600mm EX-CL-R0O95W-24-5W Cool White 290 Im
Part Number Color Lumen

EX-NPA-6060W-24V-45W White >2750Im



b 140mm H:26mm

4 Constant Voltage 24V IP52 Power 6W Size: ¢

115mm
wuwigz

NSy gy
N\ ‘i“’” j H.,! [T llllmr

Part Number Color Lumen o
Hole-cutting size: @115~125mm
EX-CL-R140CW-24-6 W Cool White >360 Im
White >350 Im

EX-CL-R140W-24-6W

EX-CL-R140WW-24-6W Warm White >330Im

& Constant Voltage 24V IP52 Power 9W Size:p170mm H:26mm

145mm
wwgz

N L AT % “IMI‘ ~
L R

Part Number Color Lumen ' .
Hole-cutting size: @145~155mm
EX-CL-R170CW-24-9W Cool White >630 Im
White >620 Im

EX-CL-R170W-24-9W

EX-CL-R170WW-24-9W Warm White >600 Im

4 Constant Voltage 24V IP52 Power 10W Size:(200mm H:26mm

Part Number Color Lumen

EX-CL-R200CW-24-10W Cool White >760 Im

EX-CL-R200W-24-10W White >750Im
Warm White >700 Im

EX-CL-R200WW-24-10W

4 Constant Voltage 24V IP52 Power 18W Size:275mm H:26mm

Part Number Color Lumen

EX-CL-R275CW-24 -18W Cool White >1330 Im

EX-CL-R275W-24-18W White >1280 Im
Warm White >1270Im

EX-CL-R275WW-24-18W

175mm
wwgz

Hole-cutting size: @180~185mm

250mm

Hole-cutting size: @250~260mm
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4 Constant Voltage 24V IP52 Power 22W Size: 330mm H:26mm

Part Number Color Lumen o
Opening size: @310~135mm
EX-CL-R330CW-24-22W Cool White >1700 Im
EX-CL-R330W-24-22W White >1650 Im
Warm White >1500 Im

EX-CL-R330WW-24-22W

V¥ Square Series

S Constant Voltage 24V P52 Power 5W Size: L100mm H:26mm

85mm
wwoz

Part Number Color Lumen Hle—cutting sie:L/W: 85~90mm
EX-CL-L100CW-24-5W Cool White >270Im
EX-CL-L100W-24-5W White >260 Im

Warm White >250 Im

EX-CL-L100WW-24-5W

< .
Part Number Color Lumen Hole-cuting size:  125~135mm
EX-CL-L150CW-24V-9W Cool White >650 Im
EX-CL-L150W-24V-9W White >640 Im

Warm White >630 Im

EX-CL-L150WW-24V-9W
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LED Fluorescent Tube

Features

154mm

4 Constant Voltage 24V IP52 Power 10W Size:L180mm H:26mm

Color Lumen Hole-cutting size: @155~165mm

Part Number

EX-CL-L180W-24V-10W White >650 Im

4 Constant Voltage 24V IP52 Power 18W Size:L220mm H:26mm e
3
Part Number Color Lumen Hole-cutting size : @ 195~200mm
* Life span:250,000 hours.
EX-CL-L220W-24V-18W White >12501Im
+ Low carbon,eco-friendly,no radiation.

+ Work without ballast and starter.

+ Instant start,anti-glare.no rf interference.no flickering,humming and buzzing .

* New designed isolated driver,safety.

+ Alumium alloy shell,efficiency cooling,concise and delicate.

- Standard color:white,cool white,warm white.(any special color requirements,please

contact us.)
+ Standard length:600mm,1200mm,1500mm.(any special length requirements,please

4 Constant Voltage 24V IP52 Power 20W Size:L250mm H:26mm £ B
N Y | 3 contact us.)
Part Number Color Lumen Hole-cutting size: @220~235mm
EX-CL-L250W-24V-20W White >1400 Im
V¥ Fluorescent Tubes(T5)
4 600 mm AC100~240V Power8W Fixed cap with diffused PC cover
Part Number Color Lumen
4 Constant Voltage 24VIP52 Power 28W Size:L330mm H:26mm g 5
. K : EX-FT-TSDN60-WW Warm White >640 Im
Part Number Color Lumen —
Hole-cutting size: @ 350~315mm

X-CL-L330W-24V-28W White >1950 Im
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: —— V¥ Fluorescent Tubes (T10 elliptical , Isolated driver, UL Certification)
4 900 mm AC100~240V Power 11W Fixed cap with diffused PC cover

Part Number Color Lumen
4 600 mm AC100V~240V Power 11W Fixed cap with diffused PC cover
EX-FT-T5DN90A-WW White >850 Im
Part Number Color Lumen
LD-FT-T10DAT60B-WW White >850 Im

4 1200 mm AC100~240V Power 16W Fixed cap with diffused PC cover

Part Number Color Lumen

EX-FT-T5SDN120A-WW White >1350Im

4 1200 mm AC100V~240V Power 22W Fixed cap with diffused PC cover

Part Number Color Lumen

LD-FT-T10DAT120B-WW White >1850 Im

4 1500 mm AC100V~240V Power 28W Fixed cap with diffused PC cover

Part Number Color Lumen

LD-FT-T10DAT150B-WW White >2350 Im
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V T8 Fluorescent Tubes (Isolated driver) ¥ 600 mm AC100V~240V Power 8W Fixed cap with diffused PC cover

With diffused PC cover(Transparent PC cover can be customized)

Fixed lamp cap(Rotation lamp cap can be customized) Part Number Color Lumen

EX-FT-T8DAT60A-WW White >650 Im

4 1200 mm AC100V~240V Power 16W Fixed cap with diffused PC cover

Part Number Color Lumen

EX-FT-T8DAT120A-WW White >1350Im

4 900 mm AC100V~240V Power 12W Fixed cap with diffused PC cover

Part Number Color Lumen

EX-FT-T8DAT90A-WW White >1000 Im

1200 mm AC100V~240V Power 20W Fixed cap with diffused PC cover

Part Number Color Lumen

EX-FT-T8DAT120B-WW White >1700 Im

4 1500 mm AC100V~240V Power 28W Fixed cap with diffused PC cover

Part Number Color Lumen

EX-FT-T8DAT150A-WW White >2400 Im

4 1200 mm AC100V~240V Power 24W Fixed cap with diffused PC cover

Part Number Color Lumen

EX-FT-T8DAT120C-WW White >2000 Im
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V¥ T8 Fluorescent Tubes (Non-isolated driver)

With diffused PC cover(Transparent PC cover can be customized)

Fixed lamp cap(Rotation lamp cap can be customized)

LED Down Light >

4 600 mm AC220V Power 8W Fixed cap with diffused PC coVv e r |
Features

Part Number Color Lumen

EX-FT-T8DANGOA-WW White >640 Im

4 900 mm AC220V Power 12W Fixed cap with diffused PC cover

Part Number Color Lumen

- Die casting aluminum coating body,COB direct lighting source.
EX-FT-T8-DAN9OA-WW White >1000 Im ) . )

- Anti-glare cover,even light,multi-angles.

- Shell turnable and view-angle adjustable.

* Efficiency cooling to minimize the lumen depreciation.

External power.

V¥ Elegent-A Series

4 1200 mm AC220V Power 16W Fixed cap with diffused PC cover

Part Number Color Lumen
Single Lamp IP 20 Power5W Beam Angle 15°/ 40°
< NEEIEE: — T
. o ? 57mm
EX-FT-T8DAN120A-WW White >1400 Im Part Number Color Lumen —

Hole-cutting size : @ 80~83mm

EX-DL-EAXx 1W White >370 Im



4 Double Lamps IP 20 Power10W Beam Angle 15°/ 40°

Part Number Color Lumen

+
Hole-cutting size : 192%90 %mm

EX-DL-EAx 2W White >720Im

4 Three Lamps IP 20 Power15W Beam Angle 15°/ 40°

Part Number Color Lumen o +3
Hole-cutting size : 308+90 0

mm

EX-DL-EAx 3W White >1080 Im

I T Tal

Four Lamps IP 20 Power20W Beam Angle 15°%/ 40°

240mm
HBOmmﬂ
Part Number Color Lumen
40mm
RN (R
EX-DL-EAX 4W White >1400 Im W W e
| N

Hole-cutting size : 205%195 % mm

V Elegent-B Series

2] Single Lamp IP 20 Power5W Beam Angle 157 40°

Part Number

EX-DL-EB x 1W

Color

White

Lumen

>370Im
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Hole-cutting size : @ 80~83mm



244mm

— 130mm —j

4 Double Lamps IP 20 Power10W Beam Angle 15°/ 40°

1

22mm
| Sum W

Part Number Color Lumen

Hole-cutting size:192%90 %

EX-DL-EB x 2W White >720Im

mm

360mm

Sl Three Lamps IP 20 Power15W Beam Angle 157 40°

260mm

Part Number Color Lumen @ i @mmm
3

Hole-cutting size : 30890 % mm

EX-DL-EB x 3W White >1080 Im

Swp” VR VWRY o

Sl Four Lamps IP 20 Power20W Beam Angle 15°/ 40° 240mm
1

Part Number Color Lumen

EX-DL-EB x 4W White >14001Im

240mm

Hole-cutting size : 205%195

+3
0

mm

V¥ Concise-A Series

2.5"InchesIP20 Power 15W Beam Angle 23°

Part Number

EX-DL-CA-2.5W

4 3"InchesIP20 Power 7W Beam Angle 17°/38°/58°

Part Number

EX-DL-CA-3W

Hole-cutting size: @ 70
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I
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%‘Jl\‘hmw

3
0

mm

Hole-cutting size: @ 81% mm
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3.5"InchesIP20 Power 10W Beam Angle 22.5°/36.5°/56°

3.5"InchesIP20 Power 10W Beam Angle 22.5°/36.5°/56°

Cl~"T |

Part Number Color Lumen i Part Number Color Lumen

L]

@ 104mm @ 104mm

Hole-cutting size: (389% mm Hole-cutting size:QBQ%mm
EX-DL-CA-3.5W White >850Im EX-DL-CB-3.5W White >850Im

V¥ Concise-B Series

4 2.5"InchesIP20 Power 5W Beam Angle 23°

®
/ T \ 49mm
Part Number Color Lumen \“MMW!
Hole-cutting size: ®70%mm
EX-DL-CB-2.5W White >340Im

4 3" InchesIP20 Power 7W L Beam Angle 17°/38°/58°

Part Number Color Lumen

@ 94mm

Hole-cutting size: @ 81%mm
EX-DL-CB-3W White >575Im
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V¥ Concise-C Series

3.5"Inches IP20 Power 10W Beam Angle 22.5°/36.5°/56°

o
iy
\l‘“MM|!|uMm/ ﬁmm EX-DL-CC-3.5CW Cool White >900Im Hole-cuting sie: 085 en
Part Number Color Lumen  78nm EX-DL-CC-3.5W White >850Im
EX-DL-CC-2.5CW Cool White >350 Im Hole-cutting size:mo%mm EX-DL-CC-3.5WW Warm White >800Im
EX-DL-CC-2.5W White >340 Im
EX-DL-CC-2.5WW Warm White >330 Im

V¥ Concise-D Series

74mm

4 2.5"InchesIP20 Power 5W Beam Angle 23°

4 3"InchesIP20 Power 7W Beam Angle 17°/38°/58°

Ol i
oo ‘ %’Mjﬂj 48 5mm
mﬂmﬂw 53mm Part Number Color Lumen —
Part Number Color Lumen

© 94mm EX-DL-CD-2.5CW Cool White >350 Im Hole-cutting size:(zﬂogmm

Cool White >595Im - “
Hole-cutting size: @ 81 - mm EX-DL-CD-2.5W White >340 Im
EX-DL-CC-3W White >575Im :
EX-DL-CD-2.5WW Warm White >330Im
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4 3" InchesIP20 Power 7W Beam Angle 17°/38°/58°

Part Number Color Lumen

| LED Spot Light >

53mm

7

i

1l

Features

Hole-cutting size: @ 81 % mm

EX-DL-CD-3W White >575Im

- Die casting aluminum coating body,high power LED.

- Tensile struction and rotatable design.

- Adjust exposure surface,even light.

* Efficiency cooling to minimize the lumen depreciation

External power.

4 3.5"InchesIP20 Power 10W Beam Angle 22.5°/36.5°/56°

Part Number Color Lumen i ‘W\!W”.’//l

Hole-cutting size: @ 89%mm

[ — o6

V¥ Exquisite-A Series

EX-DL-CD-3.5W White >850Im

4 Single Lamp IP20 Power3W Beam Angle 10°~60° o

tting size: ﬂmm
Part Number Color Lumen Fole-euting size: 2625
EX-SL-DAx 1W White >180Im
4 4"Inches IP20 Power 15W Beam Angle 60° \‘\"\‘1"’/,‘ y
i
Part Number Color Lumen — | 200mm

@119mm

—— 100mm —
U | 4 Double Lamps P20 Power6W Beam Angle 10°~60°
ole-cutting size: @ 105 o mm ‘
()))10

Omm

EX-DL-CD-4W White >1270Im @ @

Part Number Color Lumen

Hole-cutting size: @ 1 58*70% mm

EX-SL-DAx 2W White >350Im



4 Three Lamps IP20 Power 9W Beam Anglel10°~60°
+3

Part Number Color Lumen Hole-cutting size256+70 g mm

N—~7~ Ne—7V/ N— 7 465
mm
H H

P
EX-SL-DAx 3W White >548Im

200mm
100mm
4 Four Lamps IP20 Power 12W Beam Angle 10°~60° @

200mm

Part Number Color Lumen
T
p=—1 =
A 1
EX-SL-DA-4W White >650Im Hole-cutting size:158*170ﬂmm

-0

V¥ Exquisite-B Series

4 Single Lamp IP20 Power9W Beam Angle 10°~60° o

L +
Hole-cutting size: @ 80—3

o mm

Part Number Color Lumen

EX-SL-DB x 1W White >780Im
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244mm

4 Double Lamps IP20 Powerl8W Beam Angle 10°~60° kﬁ“‘)mmﬂ) ‘

122mm

Part Number Color Lumen

Hole-cutting size: 1 gz*go%mm

EX-SL-DB-2W White >1330Im

4 Three LampsIP20 Power27W Beam Angle 10°~60°

Part Number Color Lumen ‘
+3
0

EX-SL-DB-3W White >2050Im — % e

©

Hole-cutting size: 30890 —~mm

3]

S ] FourLampsIP20 Power36W Beam Angle 10°~60°

Part Number Color Lumen
240mm
= = T
EX-SL-DB x 4W White >2750Im %@ \% 89rmm

Hole-cutting size: 205x1 95% mm
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Power Supply Controller >

Cooperating with national famous driver factory,EXMA aim to provide the high lifespan,high efficiency and high The performance more reliable and transformation effects more diverse than others and easy operation.

performance driver to everyone.

V¥ Panel Lights Constant Current Power Supply

S| Voltage:100VAC~240VAC <4

Part Number Input voltage Rated current

V¥ Ceiling Lights Constant Voltage Power Supply

4 Voltage:100VAC~240VAC 4 Double Color controller

Part Number Input voltage Rated current



4 Classic Cases

¥ French Engineering Program

A [srael TV station
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v UK hospitals v Chinese Electronic
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AFTER-SALES

“. SERVICE FLOW

IN-SALES

PRE-SALES

v Speciality

- Set up complete customer file and provide one-for-one
. service.

* Professional consultant team,offers specific solution.

Prompt phone or network contacting,advance all kinds
of technical service.
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